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ARMING STATION

DARK ROOM
STATUS
LIGHT

SWITCH AT
DOOR OR
CASED
OPENING

AUDIBLE
AND/OR VISUAL
FIRE ALARM

SECURITY
STROBE
LIGHT
(BLUE LIGHT)

FIREMAN'S
TELEPHONE
JACK

REQD SIGNAGE
AT MEN'S TOILET
ENTRY DOOR

REQD SIGNAGE AT
WOMEN'S TOILET
ENTRY DOOR

REQD SIGNAGE AT
UNISEX TOILET
ENTRY DOOR

MEDICAL
GAS ALARM
PANEL

FEC OR
FHV
CABINET

ELECTRICAL
PANELBOAR
D
(FLUSH MTD)

ELECTRICAL
PANELBOARD
(SURFACE MTD)

COAT
HOOKS
(WALL-MTD)

COAT
HOOK
(DOOR-MTD)

MAGNETIC WHITE
BOARD
(WB-1 4'0" X 6'0")
(WB-2 1'6" X 2'0")

LOW LEVEL EXIT SIGN
(WHERE OCCURS) AT
EXIT DOOR

WALL-MOUNTED
EXIT SIGN AT
EXIT DOOR

EQUIPMENT, PANEL BOARD,
CABINET, OR SIMILAR FEATURE

CG-1 TYPICAL, UON

WHERE BUMPER/CRASH RAILS
TERMINATE OR DO NOT TURN
CORNER

RIGID SHEET WALL
PROTECTION (WP-2)
TYPICALLY ONLY IN
ALCOVES AND
SURGICAL CORE

DOOR FRAME OR
CASED
OPENING FRAME

OUTLET OR SIMILAR

OUTLET OR SIMILAR
WHEN
ADJ TO FRAME

WHERE RIGID SHEET
TURN CORNER

COMBINATION HANDRAIL/CRASH
RAIL/RIGID SHEET (WP-1
TYPICAL), UON

WHERE TERMINATES

WHERE COMBINATION
HANDRAIL / CRASH RAIL
TURNS CORNER

DOOR FRAME OR
CASED
OPENING FRAME

EQUIPMENT, PANEL BOARD,
CABINET, OR SIMILAR FEATURE

IT IS THE INTENT OF THE DESIGN THAT ALL
ITEMS SHOWN MOUNTED AT TYPICAL HEIGHTS
BE ACCESSIBLE TO PERSONS WITH DISABILITIES.
THE PURPOSE OF THIS SHEET IS TO ILLUSTRATE
TYPICAL MOUNTING HEIGHTS AND - WHERE
APPLICABLE - TYPICAL MINIMUM OR MAXIMUM
CLEARANCES AND/OR TYPICAL MOUNTING
CONFIGURATIONS FOR A VARIETY OF ITEMS.
CAUTION:  THIS SHEET MAY ILLUSTRATE ITEMS
OR CONFIGURATIONS WHICH DO NOT OCCUR AS
PART OF THE WORK OF THIS PROJECT.  REFER
TO THE PLANS, ELEVATIONS, SECTIONS,
DETAILS, AND SCHEDULES TO DETERMINE
WHICH ITEMS AND CONFIGURATIONS APPLY
TO THE WORK OF THIS PROJECT.

B.

A.

C.

D.

E.

F.

G.

THE MOUNTING HEIGHTS, CLEARANCES, AND
CONFIGURATIONS SHOWN ON THIS SHEET ARE
TYPICAL AND SHALL APPLY TO ALL INSTANCES
OF THE ITEM (OR GROUP OF ITEMS) SHOWN
UNLESS SPECIFICALLY NOTED OR
DIMENSIONED
OTHERWISE.
SPECIAL OR NON-TYPICAL MOUNTING HEIGHTS
OCCUR ONLY WHERE INDICATED BY ANNOTATED
SYMBOLS; BY KEY NOTES; BY NOTES ON
PLANS, ELEVATIONS, OR DETAILS; OR BY UNIQUE
DIMENSIONS ON ELEVATIONS OR DETAILS.
FOR ADDITIONAL INFORMATION REGARDING THE
PRECEDENCE OF DRAWINGS FOR DETERMINING
THE EXACT LOCATION OF EACH EXPOSED PART
OF THE WORK, REFER TO THE "ARCHITECTURAL
GENERAL NOTES" ON SHEET A0.1 AND TO THE
"TYPICAL RULES FOR DETERMINING MOUNTING
HEIGHTS AND LOCATIONS" ON SHEET A0.4.

TYPICAL MOUNTING HEIGHTS FOR
ADDITIONAL
ITEMS NOT SHOWN ON THIS SHEET MAY BE
ILLUSTRATED BY OTHER SHEETS.  REFER TO
THE "INDEX OF DRAWINGS" FOR ADDITIONAL
INFORMATION.
MOUNTING CONFIGURATION DIAGRAMS ARE
ELEVATIONS WHICH ILLUSTRATE TYPICAL
RULES GOVERNING THE RELATIONSHIPS
BETWEEN, AND PLACEMENT OF, ITEMS WHICH
OCCUR IN GROUPS OF RELATED ITEMS OR IN
CLOSE PROXIMITY TO OTHER PARTS OF THE
WORK (SUCH AS SWITCHES AND DOOR
FRAMES). UNLESS OTHER MOUNTING
CONFIGURATIONS ARE SPECIFICALLY NOTED,
DIMENSIONED, OR ELEVATED, THE TYPICAL
RELATIONSHIPS, ARRANGEMENTS, AND THE
TYPICAL CONFIGURATION DIAGRAMS APPLY
THROUGHOUT THE WORK OF THIS PROJECT.

FOR DEFINITION OF CORNER (OR EDGE)
GUARDS TYPE NOS 1 THRU 4,  REFER TO THE
APPLIED FINISH SCHEDULE.

TYPICAL MOUNTING CONFIGURATIONS FOR
ADDITIONAL GROUPING NOT SHOWN ON
THIS MAY BE SHOWN ON OTHER SHEETS.  REFER
TO THE "INDEX OF DRAWINGS" FOR
ADDITIONAL INFORMATION.

H.

I.

DISCONNECT
SWITCH &
MOTOR
STARTER

TACTILE
EXIT SIGN -
REFER TO
TO NOTE "J"

TACTILE EXIT SIGNS. A TACTILE EXIT SIGN
STATING "EXIT" AND COMPLYING WITH ICC
A117.1 SHALL BE PROVIDED ADJACENT TO
EACH DOOR TO AN EGRESS STAIRWAY, AN
EXIT PASSAGEWAY AND EXIT DISCHARGE.

CEILING LINE

EMERGENCY
STROBE OR
LIGHT AND/OR
NURSE CALL
LIGHT

RACEWAY

J.
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.40 RIGID SHEET WALL
PROTECTION MOUNTED ABOVE
BASE. ALIGN WITH TOP OF
CRASH RAIL: 2'-4"
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THIS SHEET IS INTENDED TO PROVIDE TYPICAL MOUNTING DETAILS.

NOT ALL DETAILS APPLY TO THIS PROJECT.  WHEN APPLICABLE, THESE DETAILS AND
RESPECTIVE DIMENSIONS SHOULD BE CONSIDERED CRITICAL.

STANDARD DETAILS NOTES
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HEIGHTS



DEMOLITION PLAN - AREA "A"
1/4" = 1'-0"

= NO WORK THIS AREA

= EXISTING CONSTRUCTION
TO BE DEMOLISHED.

SYMBOLS
= EXISTING CONSTRUCTION
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D-100

DEMOLITION
PLANS

KEY PLAN

WORK AREA "A" WORK AREA "B"

DEMOLITION PLAN - AREA "B"
1/4" = 1'-0"

N

CODED NOTES

GENERAL NOTES

1 DASHED LINES INDICATE WALLS, DOORS, WINDOWS, FRAMES,
CASEWORK, RAISED FLOOR, RAMP AND/OR  EQUIPMENT TO BE
REMOVED. COORDINATE WITH P.M.E. DRAWINGS FOR ADDITIONAL
DEMOLITION ITEMS.  COORDINATE W/ OWNER PRIOR TO DISPOSAL.

1. GENERAL CONTRACTOR IS RESPONSIBLE TO FIELD VERIFY ALL CONDITIONS
PRIOR TO DEMOLITION.

2. EACH  PRIME CONTRACTOR IS RESPONSIBLE FOR LEGAL  DISPOSAL OF ALL
DEMOLISHED  BUILDING MATERIALS. COORDINATE WITH OWNERS
REPRESENTATIVE PRIOR TO DEMOLITION FOR ANY COMPONENTS TO BE
TURNED OVER TO OWNER.

3. EACH CONTRACTOR SHALL NOTIFY THE ARCHITECT IMMEDIATELY IF A
DISCREPANCY IS FOUND BETWEEN THE DIMENSION GIVEN AND ACTUAL
DIMENSIONS IN THE FIELD.

4. CONTRACTOR SHALL PROVIDE TEMPORARY BARRIERS AT LIMITS OF
CONSTRUCTION TO ASSURE PUBLIC SAFETY DURING CONSTRUCTION.

5. DEMOLISH AND REMOVE FROM THE SITE ALL DEBRIS FROM THE AREA AS
SHOWN ON THE SPACE PLAN. LEAVE SPACE FREE OF DEBRIS.

N

1

1

1 1

1

1 1
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ED-101

ELECTRICAL
DEMOLITION

PLAN

SCALE: 1/4" = 1'-0"

WORK AREA "A" WORK AREA "B"

SCALE: 1/4" = 1'-0"

ELECTRICAL DEMOLITION
PLAN - AREA "A"

ELECTRICAL DEMOLITION
PLAN - AREA "B"

REMOVE EXISTING CEILING
LIGHTS. (TYP.)

REMOVE VANITY
LIGHT.

DE-ENERGIZE & DISCONNECT
EXISTING EXHAUST FAN.

REMOVE ALL RECEPTACLES &
LIGHT SWITCHES. (TYP.)

REMOVE EXISTING CEILING
LIGHTS. (TYP.)

REMOVE VANITY
LIGHT.

DE-ENERGIZE & DISCONNECT
EXISTING EXHAUST FAN.

REMOVE ALL RECEPTACLES &
LIGHT SWITCHES. (TYP.)

REMOVE UNDER SHELF
LIGHT & CONTROLS.

DRYER OUTLET TO BE RELOCATED.
MAINTAIN EXISTING CIRCUIT TO
EXTEND TO NEW LOCATION.

WASHER OUTLET TO BE RELOCATED.
MAINTAIN EXISTING CIRCUIT TO
EXTEND TO NEW LOCATION.

DRYER OUTLET TO BE RELOCATED.
MAINTAIN EXISTING CIRCUIT TO
EXTEND TO NEW LOCATION.

WASHER OUTLET TO BE RELOCATED.
MAINTAIN EXISTING CIRCUIT TO
EXTEND TO NEW LOCATION.

1.

ELECTRICAL DEMOLITION GENERAL NOTES:
THE ELECTRICAL CONTRACTOR SHALL DE-ENERGIZE AND DISCONNECT ALL
LIGHTS, DEVICES AND EQUIPMENT IN THE DEMOLITION AREA (AS DEFINED ON
THE ARCHITECTURAL AND ELECTRICAL DEMOLITION PLANS). REMOVE EXISTING WIRING THAT IS NOT
BEING USED BACK TO SOURCE IF POSSIBLE.  REMOVE ALL EXPOSED WIRING AND CONDUIT.  UPDATE
CIRCUIT DIRECTORIES AT PANELS WHERE THESE LOADS ARE REMOVED TO LABEL "SPARE"
BREAKERS.

MAINTAIN CONTINUITY TO ALL LIGHTS, DEVICES AND EQUIPMENT REMAINING IN
AREAS ADJACENT TO THE DEMOLITION AREA.  PROVIDE NEW HOMERUNS IF
NECESSARY TO INSURE PROPER OPERATION OF ALL LIGHTS, DEVICES AND
EQUIPMENT LEFT ON CIRCUITS THAT ARE PARTIALLY REMOVED.  MAINTAIN
CLEARANCES TO ALL EXISTING JUNCTION AND PULL BOXES.

PROVIDE THE OWNER WITH A MINIMUM OF 48 HOUR NOTICE PRIOR TO SHUT-
OFF OR ANY DISRUPTION ANY SYSTEM OR SERVICE INCLUDING ELECTRICAL
SYSTEMS, FIRE ALARM SYSTEMS AND TELEPHONE SYSTEMS.  NOTIFY FIRE
DEPARTMENT (AS REQUIRED BY LOCAL JURISDICTION) FOR WORK ON FIRE
ALARM SYSTEM WHERE SHUT DOWN OR DISRUPTION OF SERVICE IS REQUIRED. DEMOLISH AND
INSTALL WORK IN SUCH A MANNER AS TO MINIMIZE
SHUTDOWNS AND DISRUPTIONS TO ANY SYSTEMS.

GIVE THE OWNER THE OPTION TO SALVAGE ANY AND ALL LIGHTS, DEVICES OR ELECTRICAL
EQUIPMENT THAT IS REMOVED.  HAUL AWAY AND DISPOSE OF
ANY OF THESE THAT ARE NOT SALVAGED BY THE OWNER.

CONTRACTOR IS TO COORDINATE FULL EXTENT OF DEMOLITION WORK WITH OWNER'S
REPRESENTATIVE, INCLUDING BUT NOT LIMITED TO, EXISTING BUILDING, MECHANICAL, AND
ELECTRICAL SYSTEMS AFFECTED BY THIS WORK.

THE ELECTRICAL CONTRACTOR SHALL RESTORE, TO A FULLY OPERATIONAL STATE, ANY
ELECTRICAL DEVICE AFFECTED BUT NOT A PART OF, THE ELECTRICAL DEMOLITION WORK.

2.

3.

4.

5.

6.
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E-101

ELECTRICAL
PLAN

ELECTRICAL PLAN - AREA "A"
SCALE: 1/4" = 1'-0"

WORK AREA "A" WORK AREA "B"ELECTRICAL PLAN - AREA "B"
SCALE: 1/4" = 1'-0"

OS

FF

OSOS

FF

OS

R1 R1

R1

R1 R1

R1 R1

R1

R1

R1

R1

GF@48"GF@48"

R1
VANDAL RESISTANT TYPE 6" LED DOWNLIGHT,
LITHONIA VRDL6-GB-ZT-1500LM-MD-50K-80CRI-
MVOLT-CPL-AMF OR EQUAL 18.8 W, 1500 LUMEN,
5000 K (TYP.)

NEW FIRE ALARM STROBE @80" A.F.F CONNECT
TO EXIST. SIGNAL CIRCUIT. PROVIDE SIGNAL
BOOST AS REQUIRED. (TYP.)

RECONNECT TO EXISTING LIGHTING CIRCUIT.

WASHER RECEPTACLE @48", EXTEND EXISTING
WASHER CIRCUIT TO ACCOMMODATE NEW
LOCATION. PROVIDE SURFACE BOX & CONDUIT.
USE SURFACE CAST BOXES, TAMPER RESISTANT
SCREWS / FITTINGS.

DRYER RECEPTACLE @48", EXTEND EXISTING
DRYER CIRCUIT TO ACCOMMODATE NEW
LOCATION. PROVIDE SURFACE BOX & CONDUIT.
USE SURFACE CAST BOXES, TAMPER RESISTANT
SCREWS / FITTINGS.

R1
VANDAL RESISTANT TYPE 6" LED DOWNLIGHT,
LITHONIA VRDL6-GB-ZT-1500LM-MD-50K-80CRI-
MVOLT-CPL-AMF OR EQUAL 18.8 W, 1500 LUMEN,
5000 K (TYP.)

NEW FIRE ALARM STROBE @80" A.F.F CONNECT
TO EXIST. SIGNAL CIRCUIT. PROVIDE SIGNAL
BOOST AS REQUIRED. (TYP.)

RECONNECT TO EXISTING LIGHTING CIRCUIT.

WASHER RECEPTACLE @48", EXTEND EXISTING
WASHER CIRCUIT TO ACCOMMODATE NEW
LOCATION. PROVIDE SURFACE BOX & CONDUIT.
USE SURFACE CAST BOXES, TAMPER RESISTANT
SCREWS / FITTINGS.

DRYER RECEPTACLE @48", EXTEND EXISTING
DRYER CIRCUIT TO ACCOMMODATE NEW
LOCATION. PROVIDE SURFACE BOX & CONDUIT.
USE SURFACE CAST BOXES, TAMPER RESISTANT
SCREWS / FITTINGS.

ELECTRICAL GENERAL NOTES:

1. FURNISH ALL LABOR, MATERIALS, TOOLS, INCIDENTALS AND DETAILS NECESSARY TO PROVIDE THE ELECTRICAL
SYSTEM AS SHOWN ON THE DRAWINGS.  INCLUDE ANY LABOR AND MATERIAL NOT SPECIFICALLY MENTIONED
BUT NECESSARY TO PROVIDE A COMPLETE AND OPERATING SYSTEM.

2. ALL WORK SHALL BE INSTALLED IN A WORKMANLIKE MANNER IN ACCORDANCE WITH N.E.C., STATE BUILDING
CODE, CITY BUILDING CODE AND ALL OTHER APPLICABLE CODES AND REQUIREMENTS.

3. THIS CONTRACTOR SHALL SECURE AND PAY FOR ALL REQUIRED PERMITS AND INSPECTION CERTIFICATES.

4. THE LOCATION OF OUTLETS AND EQUIPMENT SHOWN ON THE DRAWINGS ARE APPROXIMATE.  EXACT LOCATIONS
SHALL BE DETERMINED BY THE CONTRACTOR SUBJECT TO STRUCTURAL AND OTHER CONDITIONS.  THE
ARCHITECT SHALL HAVE THE RIGHT TO RELOCATE ANY OUTLETS OR FIXTURES 10' IN ANY DIRECTION BEFORE
THEY ARE INSTALLED WITHOUT ADDITIONAL COST.

5. ALL ELECTRICAL WORK SHALL BE INSTALLED SO AS TO BE READILY ACCESSIBLE FOR OPERATING, SERVICING,
MAINTAINING AND REPAIRING.  HANGERS SHALL INCLUDE ALL MISCELLANEOUS STEEL SUCH AS CHANNELS,
RODS, ETC., NECESSARY FOR THE INSTALLATION OF WORK AND SHALL BE FASTENED TO STEEL, CONCRETE OR
MASONRY, BUT NOT TO PIPING.  ALL CONDUCTORS SHALL BE IN CONDUIT AND ALL CONDUIT SHALL BE
CONCEALED.  USE OF EXPOSED CONDUIT OR RACEWAY SHALL REQUIRE APPROVAL BY THE ARCHITECT PRIOR
TO INSTALLING.  THIS CONTRACTOR SHALL DO ALL CUTTING, CHASING AND CHANNELING TO INSTALL HIS WORK.
PATCHING WILL BE DONE BY THE GENERAL CONTRACTOR AT THE EXPENSE OF THE ELECTRICAL CONTRACTOR.

6. MATERIALS, EQUIPMENT AND INSTALLATION SHALL BE GUARANTEED FOR A PERIOD OF ONE YEAR FROM THE
DATE OF ACCEPTANCE.  DEFECTS THAT APPEAR DURING THIS PERIOD SHALL BE CORRECTED AT THIS
CONTRACTOR'S EXPENSE.  FOR THAT SAME PERIOD THE CONTRACTOR SHALL BE RESPONSIBLE FOR ANY
DAMAGE TO THE PREMISES CAUSED BY DEFECTS IN WORKMANSHIP OR IN THE WORK OR EQUIPMENT
FURNISHED AND/OR INSTALLED BY HIM.

7. THE ELECTRICAL CONTRACTOR SHALL SUBMIT COMPLETE FIRE ALARM WIRING AND SHOP DRAWINGS TO THE
APPROPRIATE DEPARTMENT HAVING JURISDICTION FOR PERMIT AND APPROVAL PRIOR TO INSTALLATION.

J

WP DUPLEX RECEPTACLE WITH WEATHERPROOF WHILE-IN-USE COVER @18"
A.F.F. OR A.F.G. 20A, 125V

EF
CEILING EXHAUST FAN BY M.C. WIRED BY (FURN E.C.) MAKE ALL
CONNECTIONS AS INDICATED ON DRAWING.

4.

3.
2.
1.

ELECTRICAL LEGEND NOTES:
MOUNTING HEIGHTS INDICATED ARE TO THE TOP OF THE DEVICE OR FIXTURE.
MOUNTING HEIGHTS ARE TYPICAL UNLESS NOTED OTHERWISE ON THE FLOOR PLANS.
REFER TO ARCHITECTURAL ELEVATIONS FOR ADDITIONAL INFORMATION ON EXACT DEVICE AND FIXTURE LOCATIONS, MOUNTING HEIGHTS
AND COORDINATION WITH ARCHITECTURAL HARDWARE AND FIXTURES.
NOT ALL SYMBOLS APPLY.

DESCRIPTIONSYMBOL

ELECTRICAL LEGEND

SYMBOL DESCRIPTION

3

OS OCCUPANCY SENSOR WALL MOUNTED @48" A.F.F.

OS OCCUPANCY SENSOR CEILING MOUNTED

LIGHTING

COMBINATION EMERGENCY EXIT/EGRESS LIGHT, SINGLE FACE,
CEILING MOUNTED

WALL SWITCH @48" A.F.F. 20A, 120V

THREE-WAY SWITCH @48" A.F.F., 20A, 120V

LIGHTING OUTLET, RECESSED OR SURFACE MOUNTED PER
FIXTURE SCHEDULE.
CEILING LIGHTING OUTLET, RECESSED OR SURFACE
MOUNTED PER FIXTURE SCHEDULE
WALL LIGHTING OUTLET @ HEIGHT PER FIXTURE SCHEDULE OF
ARCHITECTURAL ELEVATIONS.

EMERGENCY EXIT LIGHT, SINGLE FACE, CLG. MOUNTED.

EMERGENCY EXIT LIGHT, SINGLE FACE, WALL MOUNTED

EMERGENCY EGRESS LIGHT @90" A.F.F WALL MOUNTED

JUNCTION BOX MOUNTED AS NOTED.

SPECIAL RECEPTACLE AMPERAGE, @20" A.F.F COORDINATE NEMA
CONFIG. WITH EQUIPMENT FED.

DUPLEX RECEPTACLE WITH GROUND FAULT CIRCUIT
INTERRUPTER @20" A.F.F.; 20A, 125V

DUPLEX RECEPTACLE @20" A.F.F, 20A, 125V

PANELBOARD, FLUSH MOUNTED @6'-0" A.F.F. TO TOP

PANELBOARD, SURFACE MOUNTED @6'-0" A.F.F. TO TOP

POWER

DOUBLE DUPLEX RECEPTACLE @ 20" A.F.F, 20A, 125V

OSD COMBINATION OCCUPANCY DIMMER(ON)/SENSOR(OFF) @48" AFF

4" SQ. BOX W/IG PLASTER RING @20" A.F.F  FOR DATA OUTLET.
COVERPLATE WIRING  & TERMINATION BY OWNER RUN 3/4"C. FROM
BOX UP IN WALL TO ABOVE ACCESSIBLE CEILING

DIMMER SWITCH @48" A.F.F. 20A, 120VD

GF

CONNECT TO EXISTING RECEPTACLE CIRCUIT. CONNECT TO EXISTING RECEPTACLE CIRCUIT.

EF EF EF EF

R1


